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General Notes:

General application of a panel adhesive in combination with screws will provide a more secure bond with the walll.

A minimum of 25 screws is recommended per slatwall panel, placed every 16" OC aligned with the studs (5 rows) and in
the center of alternate grooves (5 locations). Never place screws into the face of the slatwall panel.

To insure slatwall alignment, always install the slatwall in the same direction (orientatfion) LE. Marked end to unmarked
end orright side to left side. The slatwall will arrive with a black line drawn up one end corner. This will insure
identification of the slatwall orientation.

If your panels were ordered with aluminum inserts, pilot holes should be drilled prior to application.

A typical 8" slatwall hook can hold up to 65 Ibs. when used in slatwall ordered with aluminum inserts. Standard "T-Slot"
slatwall without aluminum inserts using the same 8" hook can hold 40 Ibs.

It is recommended to place the weight as close to the slatwall panel as possible. Displaying products of this weight
extened further away from the panel will exceed the internal bond of the siatwall and cause bowing, breaking and or

splitting of the slatwall.
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Optional aluminum insert

General Notes:

General application of a panel adhesive in combination with screws will provide a more secure bond with the wall.

A minimum of 25 screws is recommended per slatwall panel, placed every 16" OC aligned with the studs (5 rows) and in
the center of alternate grooves (5 locations).

Never place screws into the face of the slatwall panel.

To insure slatwall alignment, always install the slatwall in the same direction (orientation) l.E. Marked end to unmarked
end or right side to left side. The slatwall will arive with a black line drawn up one end corner. This will insure
identification of the slatwall orientation. If your panels were ordered with aluminum inserts, pilot holes should be drilled
prior to application.

A typical 8" slatwall hook can hold up to 65 Ibs. when used in slatwall ordered with aluminum inserts.

Standard "T-Slot" slatwall without aluminum inserts using the same 8" hook can hold 40 lbs.

It is recommended to place the weight as close to the slatwall panel as possible. Displaying products of this weight
extened further away from the panel will exceed the internal bond of the slatwall and cause bowing, breaking and or
splitting of the slatwall.
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SLATWALL PANELS MAY BE INSTALLED
OVER EXISTING WALLS- DRYWALL OR
WALL PANELING.PANELS MAY ALSO
BE AFFIXED DIRECTLY TO STUDS IN A
NEW CONSTRUCTION PROJECT.

Optional aluminum insert

General Notes:

General application of a panel adhesive in combination with screws will provide a more secure bond with the wall.

A minimum of 25 screws is recommended per slatwall panel, placed every 16" OC aligned with the studs {5 rows) and in
the center of alternate grooves (5 locations). Never place screws into the face of the slatwall panel.

To insure slatwall alignment, always install the slatwall in the same direction (orientation).E. Marked end to unmarked
end or right side to left side. The slatwall will arrive with a black line drawn up one end corner. This will insure
identification of the slatwall orientation.

If your panels were ordered with aluminum inserts, pilot holes should be drilled prior to application.

A typical 8" slatwall hook can hold up to 65 Ibs. when used in slafwall ordered with aluminum inserts. Standard "T-Slot"
slatwall without aluminum inserts using the same 8" hook can hold 40bs. It isrecommended to place the weight as close
to the slatwall panel as possible.

Displaying products of this weight extened further away from the panel will exceed the internal bond of the slatwall and
cause bowing, breaking and or splitting of the slatwall.





